
US 61 WEST OUTER ROAD EXTENSION TYPICAL SECTIONS

10'-0"6'-6"

TREE LAWN

1.50% 1.50%

TRAIL

CLEARZONE

6:1

3:1

Ë WEST OUTER RD.

EXISTING GROUND

EXISTING GROUND

5" CONC.

AGGREGATE BASE

4" TYPE 5
EXIST. PAVEMENT (UIP)

EXIST.

MATCH

EXIST.

MATCH

4
WEST OUTER ROAD

Pvmt_Surf_Conc_B

10'-0"6'-6"

TREE LAWN

1.50% 1.50%

TRAIL

1'-0"

6:1

3:1

LANE

OR 2%

S.E.

Ë WEST OUTER RD.

LANE LANE

OR 2%

S.E.

OR 2%

S.E.

OR 2%

S.E.

4:1

3:1

24'-0"

CLEARZONE

5" CONC.

AGGREGATE BASE

4" TYPE 5

CURB & GUTTER

3' MOUNTABLE CONC.

CURB & GUTTER

3' MOUNTABLE CONC.
8" PCC PAVEMENT

4" TYPE 5 AGGREGATE BASE

CLEARZONE

24'-0"

4'-0"

DITCH

BOTTOM

FLAT

* 6" CONC. MEDIAN

  STA. 59+79.88 TO STA. 61+04.37

* PROVIDE FOR MEDIAN FROM 

**12'-0" VAR. 12'-0"

   STA. 59+50.34 TO STA. 63+51.12

** PROVIDE FOR VARYING WIDTH FROM 

5
WEST OUTER ROAD

12'-0" 10'-0"6'-6"

1.50% 6:1

3:
1

1.50%

TREE LAWN TRAILLANE

OR 2%

S.E.
OR 2%

S.E.

OR 2%

S.E.

8" PCC PAVEMENT

4" TYPE 5 AGGREGATE BASE

SHLDR.

EXIST.

MATCH
SAWCUT

SOUTHBOUND ROUTE 61

PROPOSED TYPE A2 SHOULDER

6'-0"

EXISTING GROUND

6
WEST OUTER ROAD

6:1

3:1

CLEARZONE

24'-0"TYPE C STEPPED BARRIER Ë WEST OUTER RD.

*

  FROM STA. 104+92.41 TO STA. 110+32.90

  PROVIDE FOR LANE TRANSITION FROM 12' TO 0' 

  FROM STA. 89+56.55 TO STA. 94+96.55

* PROVIDE FOR LANE TRANSITION FROM 0' TO 12'

10'-0"

6:1

TRAIL

1'-0"

1.50%

AGGREGATE BASE

4" TYPE 5

5" CONC.

DITCH SECTION

3:1

3:
1

4'-0"

DITCH

BOTTOM

FLAT

7
WEST OUTER ROAD

8" PCC PAVEMENT

4" TYPE 5 AGGREGATE BASE

CURB & GUTTER

3' MOUNTABLE CONC.

AGGREGATE BASE

4" TYPE 5

5" CONC.

1'-0"

10'-0"6'-6"

TREE LAWN

1.50% 1.50%

TRAIL

1'-0"

6:1

3:1

3:
1

4'-0"

DITCH

BOTTOM

FLAT

OR 2%

S.E.

LANELANE

OR 2%

S.E.

4:1

CLEARZONE

24'-0"

3:
1

*

  STA. 128+35.61 TO STA. 129+34.89

* PROVIDE FOR LANE TRANSITION FROM 0' TO 12'

OR 2%

S.E.

4:1

FILL SLOPE

8" PCC PAVEMENT

4" TYPE 5 AGGREGATE BASE

   FROM STA. 131+34.19 TO STA. 131+71.69

** TRANSITION FROM 3' MOUNTABLE CONC. CURB & GUTTER

12'-0" & VAR. 12'-0" 12'-9" & VAR.

Ë WEST OUTER RD.

6" MOUNTABLE CURB 

** 6" MOUNTABLE CURB

P.G.L.

EXIST.

P.G.L.

P.G.L.

P.G.L.

PROPOSED GROUND

PROPOSED GROUND
PROPOSED GROUND

PROPOSED GROUND

PROPOSED GROUND

EXISTING GROUND

EXISTING GROUND

5" CONC.

AGGREGATE BASE

4" TYPE 5

24'-0"

CLEARZONE

4'-0" 12'-0"

SHLDR.

12'-0"

LANE

REQUIREMENT FOR TRAIL

REQUIREMENT FOR TRAIL

REQUIREMENT FOR TRAIL

REQUIREMENT FOR TRAIL

OR 2%

S.E.

LANEEARTH

3'-0" 12'-0"

1' -6" SHOULDER

37' -6" 

18'-9" 

LANE LANE

18'-9" 

24'-0"

5'-0"

1'-0"

6'-0" 12" WATERMAIN

4
2
"

5'-0"

6'-0" 12" WATERMAIN

4
2
"

REQUIREMENT FOR TRAIL

5'-0"

TURN LANE

5'-0"

5'-0"

OR 2%

S.E.

TURN LANE

PHASE 2 & PHASE 3
SHEET 2 OF 2

NOT FOR CONSTRUCTION

PRELIMINARY PLANS - 

STA. 55+60.50 TO STA. 131+75.00

PHASE 2 STATION LIMITS:

STA. 34+55.22 TO STA. 55+60.50

PHASE 3 STATION RANGE LIMITS:

STA. 55+60.50 TO STA. 59+50.34 (PHASE 2)

STA. 59+50.34 TO STA. 65+81.67 (PHASE 2)

 STA. 89+56.50 TO STA. 110+32.90 (PHASE 2)

STA. 99+47.44 TO STA. 110+32.90 (PHASE 2)

STA. 128+97.41 TO STA. 131+16.42 (PHASE 2)

STA. 130+51.15 TO STA. 131+75.00 (PHASE 2)


